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(1) Each lifeboat and rescue boat is 
loaded with its full complement of per-
sons; and 

(2) The minimum number of liferafts 
necessary to accommodate the remain-
der of the persons on board have been 
launched. 

(b) A passenger vessel engaged on a 
short international voyage that also 
complies with the standards of subdivi-
sion requirements for vessels on short 
international voyages as described in 
subchapter S of this chapter may have 

a lifeboat or rescue boat for each nine 
liferafts when— 

(1) Each lifeboat and rescue boat is 
loaded with its full complement of per-
sons; and 

(2) The minimum number of liferafts 
necessary to accommodate the remain-
der of the persons on board have been 
launched. 

§ 199.211 Lifebuoys. 
(a) Each passenger vessel must carry 

the number of lifebuoys prescribed in 
table 199.211 of this section. 

TABLE 199.211—REQUIREMENTS FOR LIFEBUOYS FOR PASSENGER VESSELS 

Length of vessel in meters (feet) 
Minimum 
number of 
lifebuoys 

Under 60 (196) .............................................................................................................................................................. 8 
60(196) and under 120(393) ......................................................................................................................................... 12 
120(393) and under 180 (590) ...................................................................................................................................... 18 
180 (590) and under 240 (787) ..................................................................................................................................... 24 
240 (787) and over ........................................................................................................................................................ 30 

(b) Notwithstanding § 199.70(a)(3)(ii), 
each passenger vessel under 60 meters 
(196 feet) in length must carry at least 
six lifebuoys with self-igniting lights. 

[CGD 84–069, 61 FR 25313, May 20, 1996; 61 FR 
40281, Aug. 1, 1996] 

§ 199.212 Lifejackets. 

(a) In addition to the lifejackets re-
quired under § 199.70(b), each passenger 
vessel must carry lifejackets for at 
least 5 percent of the total number of 
persons on board. These lifejackets 
must be stowed in conspicuous places 
on deck or at muster stations. 

(b) Where lifejackets for persons 
other than the crew are stowed in 
staterooms located remotely from di-
rect routes between public spaces and 
muster stations, any additional life-
jackets required by § 199.70(b)(2)(v) for 
these persons must be stowed in the 
public spaces, near muster stations, or 
on direct routes between them. These 
lifejackets must be stowed so that 
their distribution and donning does not 
impede orderly movement to muster 
stations and survival craft embar-
kation stations. 

§ 199.214 Immersion suits and thermal 
protective aids. 

(a) Each passenger vessel must carry 
at least three immersion suits ap-
proved under approval series 160.171 for 
each lifeboat on the vessel. 

(b) In addition to the requirements in 
paragraph (a) of this section, each pas-
senger vessel must carry a thermal 
protective aid approved under approval 
series 160.174 for each person not pro-
vided with an immersion suit. 

(c) The immersion suits and thermal 
protective aids required under para-
graphs (a) and (b) of this section are 
not required if the passenger vessel op-
erates only on routes between 32 de-
grees north and 32 degrees south lati-
tude. 

§ 199.217 Muster list and emergency 
instructions. 

(a) The format of each passenger ves-
sel muster list required under § 199.80 
must be approved by the OCMI. 

(b) The passenger vessel muster list 
or emergency instructions must in-
clude procedures for locating and res-
cuing persons other than the crew who 
may be trapped in their staterooms. 

(c) As an alternative to the require-
ments in § 199.80(c), the passenger ves-
sel emergency instructions may meet 
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